
totallyintegratedIPsecurity

sales@asis-technologies.com V4.5a Jun 2025

KeyENTRA Touch Keypad Readers with Doorbell

The KeyENTRA Touch Keypad Readers are compact and 

robust in a slim and elegant design for use in any 

environment, both indoors and outdoors.

These readers are used with MIFARE cards to read up to 7-

byte UID, with an elegant blue OLED touch keypad and 

built-in doorbell. This reader family is compatible with 

industry-standard Wiegand and supports for up to 58 bits. 

In addition to the IP66 rating, the vandal-proof reader with 

a metal cover is a good option for heightened protection 

when the situation demands it.

Key Features

• Sleek and elegant design

• Wiegand (up to 58 bits)

• Supports MIFARE (UID7)

• IP66, -40°C~60°C

• Integrated OLED touch keypad and doorbell

• With LED and buzzer

K403 K403V

Technical Specifications 

Specifications* K403V K403

Description
KeyENTRA Vandalproof Touch Keypad Reader 
with Doorbell

KeyENTRA Touch Keypad Reader 
with Doorbell

Technology Type Contactless RFID

Supported Card 
Standards

ISO14443A, NFC, MIFARE Classic, MIFARE DESFire, HID Prox, EM4100

Operating Frequency 13.56 MHz (ISO14443, MIFARE, NFC), 125 kHz (HID Prox, EM)

Keypad Touch OLED Backlit Keypad, with configurable light on time

RS485 No

Wiegand Yes (up to 58 bits) 

Protection IP66

DC Power Supply 12-18VDC, ≤150mA 
Operating Temperature -40 Cͦ ~ 60 ͦC    
Humidity 98% 

Dimensions (H x W x D) 148 x 43.5 x 22 mm       150 x 45 x 22 mm       

Weight 330g  190g

*Specifications are subject to change without prior notice.

Ordering Information

Model No. Description

K403V KeyENTRA Vandalproof Touch Keypad Reader with Doorbell

K403 KeyENTRA Touch Keypad Reader with Doorbell
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